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Need and Purpose: State Route 133 is a major north-south corridor in South Georgia and provides a vital 

connection between Valdosta on the south with Albany to the north.  For its entire length between Valdosta 
and Albany, S.R. 133 is identified for eventual widening due to its inclusion on the Governor's Road 

Improvement Program (GRIP).  The GRIP was initiated in the 1980's to address the importance of stimulating 

economic growth via an improved transportation network.  S.R. 133 was recently added to the GRIP by the 
State Legislature and approved by the Governor. 

Project P.I. 0000546 is not on a route designated in the GDOT Statewide Bicycle & Pedestrian Plan or a local 
bike plan.  This project is one of 9 projects that will widen SR 133 between Albany and Valdosta. More 

specifically, there are 5 projects to widen SR133 between Valdosta and Moultrie and 4 projects between 
Moultrie and Albany.  The proposed limits of the 5 projects (PI # 0000543, 0000544, 0000545, 0000546 and 

431780) between Valdosta and Moultrie have logical termini; the southern terminus of these projects will tie 

into the existing four lane section of SR 133 near CR 276/Troupeville Road in Brooks County and the northern 
terminus of these projects will tie at the SR 35/East Moultrie Bypass in Colquitt County. 

Project Location:  STP00-0000-00(546) in Colquitt County is proposed to improve 7.86 miles of SR 133 
from Old Berlin Road/ CR 256 (Colquitt County Mile Post 2.19), where it ties to Project STP00-0000-00(545), 

to Hawthorne Road/ CR 388 (Colquitt County Mile Post 10.05) where it ties to Project STP00-0032-02(028).  
Improvements consist of widening the existing two-lane SR 133 to a four-lane roadway with turn lanes as 

needed. 

Description of the approved concept: Project P.I. 0000546 proposes a 24’ raised median from Old Berlin 

Road/ C.R. 256 to Cannon Road that transitions to a 20’ raised median to approximately 1700’ north of 
Langford Street. The median then transitions back to a 24’ raised median and is maintained to Edmondson 

Road and then transitions back down to a 20’ raised median to Hawthorne Road/ C.R. 388.  Improving S.R. 

133 to a multi-lane facility with separate turning lanes will reduce turning conflicts from the through traffic 
and improve operations. 

PDP Classification:     Major  X           Minor______

Federal Oversight: Full Oversight (   ),     Exempt ( X ),  State Funded (   ),     or Other (   ) 

Functional Classification:  Rural Minor Arterial from Old Berlin Road to Culbertson Road/C.R. 291 

 Urban Principal Arterial from Culbertson Road/C.R. 291 to Hawthorne Road/C.R. 388 

U.S. Route Number(s):  N/A   State Route Number(s):  SR 133

Traffic (AADT) as shown in the approved concept: 

 Base Year: (2010)  5,450  Design Year: (2030)  8,125

Updated traffic data (AADT): 
Base Year: (2016)  7,050 Design Year: (2036) 12,300

Approved Programmed/Schedule: 
P.E:  2003  R/W:  LR  Construction: LR  

  

VE Study Required:         Yes (X)         No (  ) 
Note: A VE study was held in September 2006 and implemented in December 2006. 

Benefit/Cost Ratio:  N/A 

Is the project located in an Ozone Non-attainment area?       Yes (  )       No ( X ) 

Is the project in a PM2.5 Non-Attainment area?       Yes (  )      No ( X ) 
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                                 LOCATION MAP
Project: STP00-0000-00(546)  PI No.: 0000546 

Description: Widening of SR 133 from Old Berlin Road (CR 256)

to Hawthorne Road (CR 388)  

Attachment No. 1 

Location Map 
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Date 7/15/2010

County

2.814 2.647

6.332 5.95575

DIESEL 

FACTOR

GALLONS 

DIESEL
UNLEADED 

FACTOR

GALLONS 

UNLEADED

0.29 33329.70 0.15 17239.50

0.29 63086.60 0.15 32631.00

0.29 61451.00 0.24 50856.00

2.90 0.71

2.90 499757.00 0.71 122354.30

0.25 0.20

Quantity Unit Price QF/1000 Diesel Factor Gallons Diesel
Unleaded 

Factor
Gallons Unleaded

8.00 1.50

850.00 448.66 381.3610 8.00 3050.89 1.50 572.04

8.00 1.50

8.00 1.50

8.00 1.50

8.00 1.50

8.00 1.50

8.00 1.50

8.00 1.50

Quantity Unit Price QF/1000 Diesel Factor Gallons Diesel
Unleaded 

Factor
Gallons Unleaded

http://www.dot.ga.gov/doingbusiness/Materials/Pages/asphaltcementindex.aspx

ENTER FPL DIESEL ENTER FPL UNLEADED

ENTER FPM DIESEL ENTER FPM UNLEADED

INCREASE ADJUSTMENT

125.00% 125.00%

INCREASE ADJUSTMENT

211900.000

217540.000

ROADWAY ITEMS

Excavations paid as specified by 

Sections 205 (CUBIC YARD)

172330.000

Excavations paid as specified by 

Sections 206 (CUBIC YARD)

Hot Mix Asphalt paid as specified by the 

ton under Sections 400 (TON)

Hot Mix Asphalt paid as specified by the 

ton under Sections 402 (TON)

GAB paid as specified by the ton under 

Section 310 (TON)

0000546 Colquitt

Project Number

Special Provision, Section 109-Measurement and Payment

FUEL PRICE ADJUSTMENT (ENGLISH 125% MAX)

P.I. Number

REMARKS

PCC Pavement paid as specified by the 

square yard under Section 430 (SY)

Class __Concrete (CY)  

Section 500

Class __Concrete (CY)  

Section 500

Superstru Con Class__(CY) 

Section 500

REMARKS

Class A Ret Wall

QUANTITY

114930.000

Superstru Con Class__(CY) 

Section 500

STP00-0000-00(546)

BRIDGE ITEMS

Bridge Excavation (CY) 

Section 211

Class __Concrete (CY)  

Section 500

Superstru Con Class__(CY) 

Section 500

Concrete Handrail (LF)  

Section 500

Concrete Barrier (LF)  Section 

500

BRIDGE ITEMS REMARKS
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8.00 1.50

8.00 1.50

8.00 1.50

8.00 1.50

8.00 1.50

8.00 1.50

8.00 1.50

8.00 1.50

8.00 1.50

8.00 1.50

8.00 1.50

8.00 1.50

8.00 1.50

8.00 1.50

8.00 1.50

8.00 1.50

8.00 1.50

8.00 1.50

8.00 1.50

UNLEADED PRICE ADJUSTMENT($)

223652.84SUM QF UNLEADED=

Piling___inch (LF)       

Section 520

DIESEL PRICE ADJUSTMENT($)

SUM QF DIESEL= 660675.19

$2,138,010.98

$680,810.43

Piling___inch (LF)       

Section 520

PSC Beams______ (LF)         

Section 507

PSC Beams______ (LF)         

Section 507

Stru Steel Plan Quantity (LB) 

Section 501

PSC Beams______ (LF)         

Section 507

Stru Reinf Plan Quantity(LB) 

Section 511

Bar Reinf Steel (LB)    Section 

511

Piling___inch (LF)       

Section 520

Drilled Caisson,___ (LF)  

Section 524

Pile Encasement,___(LF) 

Section 547

Piling___inch (LF)       

Section 520

Stru Steel Plan Quantity (LB) 

Section 501

Pile Encasement,___(LF) 

Section 547

Stru Reinf Plan Quantity(LB) 

Section 511

Drilled Caisson,___ (LF)  

Section 524

Drilled Caisson,___ (LF)  

Section 524

Piling___inch (LF)       

Section 520

Piling___inch (LF)       

Section 520
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494 1111.5

L.I.N.  TYPE

413-1000

TMT =

494 1111.5

JMF AC%

5.00

5.00

5.00

5.00

5.00

5.00

5.00

5.00

5.00

5.00

5.00

5.00

5.00

5.00

5.00

TMT =

400 / 402 ASPHALT CEMENT PRICE ADJUSTMENT 125% MAX

ENTER APL ENTER APM

125.00%

8616.50

PRICE ADJUSTMENT($) $5,107,861.20 

402-1812 23020.000 1151.00 Leveling

402-3190 19 mm SP 48740 2437.00

402-3130 12.5 mm SP 36810 1840.50

ASPHALT CEMENT PRICE ADJUSTMENT                                            

(BITUMINOUS TACK COAT 125% MAX)

INCREASE ADJUSTMENT

http://www.dot.ga.gov/doingbusiness/Materials/Pages/asphaltcementindex.aspx

136.7130

TACK (GALLONS) TACK (TONS)

PRICE ADJUSTMENT($) $81,043.49 

APPLICABLE TO CONTRACTS/PROJECTS CONTAINING THE 413 SPECIFICATION,  SECTION 413.5.01 ADJUSTMENTS                                                         

ASPHALT PRICE ADJUSTMENT FOR BITUMINOUS TACK COAT 

31830 136.7130

REMARKS

125.00% INCREASE ADJUSTMENT

L.I.N. / Spec Number MIX TYPE HMA AC REMARKS

ENTER APL ENTER APM

http://www.dot.ga.gov/doingbusiness/Materials/Pages/asphaltcementindex.aspx

402-3121 25 mm SP 63760 3188.00
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494 1111.5

L.I.N.  TYPE L.I.N.  TYPE

DWM 10/08

REMARKS:

TOTAL ADJUSTMENTS $8,007,726.09

MONTHLY PRICE ADJUSTMENT($)

ASPHALT CEMENT PRICE ADJUSTMENT FOR                                                   

BITUMINOUS TACK COAT(Surface Treatment 125% MAX)

125.00%

REMARKS:

Use this side for Asphalt Cement Only

TMT = TMT =

REMARKS:

TACK (GALLONS)
ASPHALT EMULSION 

(GALLONS)

http://www.dot.ga.gov/doingbusiness/Materials/Pages/asphaltcementindex.aspx

ENTER APL

INCREASE ADJUSTMENT

ENTER APM

Use this side for Asphalt Emulsion Only

APPLICABLE TO CONTRACTS CONTAINING THE 413 SPEC. SECTION 413.5.01 ADJUSTMENTS ASPHALT PRICE ADJUSTMENT FOR BITUMINOUS 

TACK COAT 

DIESEL PRICE ADJUSTMENT($)

UNLEADED PRICE ADJUSTMENT($)

$2,138,010.98

$680,810.43

ADJUSTMENT SUMMARY

FUEL PRICE ADJUSTMENT (ENGLISH  125% MAX)

ASPHALT CEMENT PRICE ADJUSTMENT (BITUMINOUS TACK COAT  125% 

MAX)

400 / 402 ASPHALT CEMENT PRICE ADJUSTMENT 125% MAX

ASPHALT CEMENT PRICE ADJUSTMENT FOR BITUMINOUS TACK 

COAT(Surface Treatment 125% MAX)

$81,043.49

$5,107,861.20
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